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Polohovacia kamera

Cena s DPH
Cena bez DPH
Dostupnost
Odosielame do
Katalégové Cislo
Kéd vyrobcu

Vyrobca

410

Popis produktu

Atomstack AC-1

129.00 €
104.88 €
Dostupny
24 hodin
00A3
C-AC1l

Atomstack

Kamera na polohovanie objektov Atomstack AC-1
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Hlavné vlastnosti kamery AC-1:

Priemyselna digitdlna kamera: Na rozdiel od beznych elektronickych kamier je Atomstack AC1 5-megapixelovd HD
priemyselna kamera, ktora zaistuje presné umiestnenie pocas pouzivania;

Velka polohovacia plocha: Priemyselny Sirokouhly objektiv, idedlny pre stroje s pracovnou plochou do 450x450 mm
(snimaci rozsah 400x400 mm);

Presné umiestnenie: Priemyselnd kamera navrhnutd Specialne pre laserové gravirovacie a rezacie plotre je integrovana so
softvérom Lightburn. Po jednoduchej kalibracii dokaze automaticky lokalizovat pracovnu oblast a objekt s chybou polohovania
mensou ako 0,5 mm;

Nahlad prace: Uz nie je potrebné rovnat materidly. Kamera AC-1 dokonale riesi problém polohovania vzorov so Specialnymi
tvarmi. Teraz mézete navrhovat priamo na povrchu spotrebného materialu a to, ¢o vidite, je to, ¢o dostanete;

Podpora multitaskingu: Vdaka presnému umiestneniu kamery teraz mézete vykonavat viac nezavislych Gloh sicasne.
Laser pod vedenim kamery automaticky jeden po druhom ndjde objekty na gravirovanie a opracuje ich;
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Casozberné fotografovanie: Svoj GZasny tvorivy proces mozete zdielat s ostatnymi. Vdaka oneskorenému zaznamu z
kamery mozete zaznamendvat svoj pracovny postup a zdiel'at ho na platforméch ako YouTube, Twitter, Facebook.

Vysoka prisposobivost: Atomstack Camera je kompatibilny so vSetkymi laserovymi gravirovacimi strojmi Atomstack,
Ortur, NEJE a xTool (vyzaduje softvér Lightburn).

PRECISE POSITIONING

Identify the engraving position, automatically locate the working area,
and the positioning error is less than Imm.

Imm

Positioning
Accuracy

Automatic positioning of
the engraving position
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VIDEO RECORDING

d as a computer external camera

to record your creative process.

Technické Specifikacie kamery Atomstack AC-1:

Znacka: Atomstack Maker

Model: AC1

Rozlisenie objektivu: 5 MP

RozliSenie snimanej oblasti: 2592x972pt

Rozmery kamery: 424x229 mm

Skenovacia plocha: 400x410 mm

Softvér: Lightburn

Ovladac: Pre Windows/Mac nie je nutnd Ziadna instalacia ovladaca
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Fixed clamps

.|.‘..6‘|.|.|... ‘I""li.‘lll“‘i

vygenerované v programe shopGold



WORK PREVIEW

Preview the working area on the lightburn software, no need to
manually find the edge, the machine automatically finds the
position of the recognized pattern to engrave.
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